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3. PLC HARDWARE

3.1 INTRODUCTION

Many PLC configurations are available, even from a single vendor. But, in each of these there 
are common components and concepts. The most essential components are:

Power Supply - This can be built into the PLC or be an external unit. Common voltage levels 
required by the PLC (with and without the power supply) are 24Vdc, 120Vac, 220Vac.

CPU (Central Processing Unit) - This is a computer where ladder logic is stored and processed.
I/O (Input/Output) - A number of input/output terminals must be provided so that the PLC can 

monitor the process and initiate actions.
Indicator lights - These indicate the status of the PLC including power on, program running, and 

a fault. These are essential when diagnosing problems.

The configuration of the PLC refers to the packaging of the components. Typical configurations 
are listed below from largest to smallest as shown in Figure 14. 

Rack - A rack is often large (up to 18” by 30” by 10”) and can hold multiple cards. When neces-
sary, multiple racks can be connected together. These tend to be the highest cost, but also the 
most flexible and easy to maintain.

Mini - These are smaller than full sized PLC racks, but can have the same IO capacity. 
Micro - These units can be as small as a deck of cards. They tend to have fixed quantities of I/O 

and limited abilities, but costs will be the lowest.
Software - A software based PLC requires a computer with an interface card, but allows the 

PLC to be connected to sensors and other PLCs across a network.

Topics:

Objectives:
• Be able to understand and design basic input and output wiring.
• Be able to produce industrial wiring diagrams.

• PLC hardware configurations
• Input and outputs types
• Electrical wiring for inputs and outputs
• Relays
• Electrical Ladder Diagrams and JIC wiring symbols
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Figure 14 Typical Configurations for PLC

3.2 INPUTS AND OUTPUTS

Inputs to, and outputs from, a PLC are necessary to monitor and control a process. Both inputs 
and outputs can be categorized into two basic types: logical or continuous. Consider the example of a 
light bulb. If it can only be turned on or off, it is logical control. If the light can be dimmed to different 
levels, it is continuous. Continuous values seem more intuitive, but logical values are preferred because 
they allow more certainty, and simplify control. As a result most controls applications (and PLCs) use 
logical inputs and outputs for most applications. Hence, we will discuss logical I/O and leave continu-
ous I/O for later.

Outputs to actuators allow a PLC to cause something to happen in a process. A short list of pop-
ular actuators is given below in order of relative popularity.

Solenoid Valves - logical outputs that can switch a hydraulic or pneumatic flow.
Lights - logical outputs that can often be powered directly from PLC output boards.
Motor Starters - motors often draw a large amount of current when started, so they require 

motor starters, which are basically large relays.
Servo Motors - a continuous output from the PLC can command a variable speed or position.

Outputs from PLCs are often relays, but they can also be solid state electronics such as transis-
tors for DC outputs or Triacs for AC outputs. Continuous outputs require special output cards with dig-
ital to analog converters.

Inputs come from sensors that translate physical phenomena into electrical signals. Typical 
examples of sensors are listed below in relative order of popularity. 

Proximity Switches - use inductance, capacitance or light to detect an object logically.
Switches - mechanical mechanisms will open or close electrical contacts for a logical signal.
Potentiometer - measures angular positions continuously, using resistance.

rack

mini

micro
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LVDT (linear variable differential transformer) - measures linear displacement continuously 
using magnetic coupling.

Inputs for a PLC come in a few basic varieties, the simplest are AC and DC inputs. Sourcing 
and sinking inputs are also popular. This output method dictates that a device does not supply any 
power. Instead, the device only switches current on or off, like a simple switch.

Sinking - When active the output allows current to flow to a common ground. This is best 
selected when different voltages are supplied.

Sourcing - When active, current flows from a supply, through the output device and to ground. 
This method is best used when all devices use a single supply voltage.

This is also referred to as NPN (sinking) and PNP (sourcing). PNP is more popular. This will be 
covered in detail in the chapter on sensors.

3.2.1 Inputs

In smaller PLCs the inputs are normally built in and are specified when purchasing the PLC. For 
larger PLCs the inputs are purchased as modules, or cards, with 8 or 16 inputs of the same type on each 
card. For discussion purposes we will discuss all inputs as if they have been purchased as cards. The list 
below shows typical ranges for input voltages, and is roughly in order of popularity.

12-24 Vdc
100-120 Vac
10-60 Vdc
12-24 Vac/dc
5 Vdc (TTL)
200-240 Vac
48 Vdc
24 Vac

PLC input cards rarely supply power, this means that an external power supply is needed to sup-
ply power for the inputs and sensors. The example in Figure 15 shows how to connect an AC input 
card.
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Figure 15 An AC Input Card and Ladder Logic

In the example there are two inputs, one is a normally open push button, and the second is a 
temperature switch, or thermal relay. (NOTE: These symbols are standard and will be discussed later in 
this chapter.) Both of the switches are powered by the positive/hot output of the 24Vac power supply - 
this is like the positive terminal on a DC supply. Power is supplied to the left side of both of the 
switches. When the switches are open there is no voltage passed to the input card. If either of the 
switches are closed power will be supplied to the input card. In this case inputs 1 and 3 are used - notice 
that the inputs start at 0. The input card compares these voltages to the common. If the input voltage is 
within a given tolerance range the inputs will switch on. Ladder logic is shown in the figure for the 
inputs. Here it uses Allen Bradley notation for ControlLogix. At the top is the tag (variable name) for 
the rack. The input card (’I’) is in slot 3, so the address for the card is bob:3.I.Data.x, where ’x’ is the 
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input bit number. These addresses can also be given alias tags to make the ladder logic less confusing. 

Many beginners become confused about where connections are needed in the circuit above. The 
key word to remember is circuit, which means that there is a full loop that the voltage must be able to 
follow. In Figure 15 we can start following the circuit (loop) at the power supply. The path goes through 
the switches, through the input card, and back to the power supply where it flows back through to the 
start. In a full PLC implementation there will be many circuits that must each be complete.

A second important concept is the common. Here the neutral on the power supply is the com-
mon, or reference voltage. In effect we have chosen this to be our 0V reference, and all other voltages 
are measured relative to it. If we had a second power supply, we would also need to connect the neutral 
so that both neutrals would be connected to the same common. Often common and ground will be con-
fused. The common is a reference, or datum voltage that is used for 0V, but the ground is used to pre-
vent shocks and damage to equipment. The ground is connected under a building to a metal pipe or grid 
in the ground. This is connected to the electrical system of a building, to the power outlets, where the 
metal cases of electrical equipment are connected. When power flows through the ground it is bad. 
Unfortunately many engineers, and manufacturers mix up ground and common. It is very common to 
find a power supply with the ground and common mislabeled.

One final concept that tends to trap beginners is that each input card is isolated. This means that 
if you have connected a common to only one card, then the other cards are not connected. When this 
happens the other cards will not work properly. You must connect a common for each of the output 
cards.

There are many trade-offs when deciding which type of input cards to use. 

• DC voltages are usually lower, and therefore safer (i.e., 12-24V).
• DC inputs are very fast, AC inputs require a longer on-time. For example, a 60Hz wave may 

require up to 1/60sec for reasonable recognition.
• DC voltages can be connected to larger variety of electrical systems.
• AC signals are more immune to noise than DC, so they are suited to long distances, and noisy 

(magnetic) environments.
• AC power is easier and less expensive to supply to equipment.
• AC signals are very common in many existing automation devices.

NOTE: The design process will be much easier if the inputs and outputs are planned first, 
and the tags are entered before the ladder logic. Then the program is entered using the 
much simpler tag names.

Remember - Don’t mix up the ground and common. Don’t connect them together if the 
common of your device is connected to a common on another device.
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Figure 16 Aside: PLC Input Circuits

3.2.2 Output Modules

As with input modules, output modules rarely supply any power, but instead act as switches. 
External power supplies are connected to the output card and the card will switch the power on or off 
for each output. Typical output voltages are listed below, and roughly ordered by popularity.

120 Vac

ASIDE: PLC inputs must convert a variety of logic levels to the 5Vdc logic levels 
used on the data bus. This can be done with circuits similar to those shown below. 
Basically the circuits condition the input to drive an optocoupler. This electrically 
isolates the external electrical circuitry from the internal circuitry. Other circuit 
components are used to guard against excess or reversed voltage polarity.

TTL

+5V

optocoupler

TTL

+5V

optocoupler

DC
input

AC
input

+

COM

hot

neut.

WARNING - ALWAYS CHECK RATED VOLTAGES AND CURRENTS FOR PLC’s 
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24 Vdc
12-48 Vac
12-48 Vdc
5Vdc (TTL)
230 Vac

These cards typically have 8 to 16 outputs of the same type and can be purchased with different 
current ratings. A common choice when purchasing output cards is relays, transistors or triacs. Relays 
are the most flexible output devices. They are capable of switching both AC and DC outputs. But, they 
are slower (about 10ms switching is typical), they are bulkier, they cost more, and they will wear out 
after millions of cycles. Relay outputs are often called dry contacts. Transistors are limited to DC out-
puts, and Triacs are limited to AC outputs. Transistor and triac outputs are called switched outputs.

Dry contacts - a separate relay is dedicated to each output. This allows mixed voltages (AC or 
DC and voltage levels up to the maximum), as well as isolated outputs to protect other out-
puts and the PLC. Response times are often greater than 10ms. This method is the least sen-
sitive to voltage variations and spikes.

Switched outputs - a voltage is supplied to the PLC card, and the card switches it to different 
outputs using solid state circuitry (transistors, triacs, etc.) Triacs are well suited to AC 
devices requiring less than 1A. Transistor outputs use NPN or PNP transistors up to 1A typi-
cally. Their response time is well under 1ms.
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Figure 17 Aside: PLC Output Circuits

Caution is required when building a system with both AC and DC outputs. If AC is accidentally 
connected to a DC transistor output it will only be on for the positive half of the cycle, and appear to be 
working with a diminished voltage. If DC is connected to an AC triac output it will turn on and appear 
to work, but you will not be able to turn it off without turning off the entire PLC.

ASIDE: PLC outputs must convert the 5Vdc logic levels on the PLC data bus to exter-
nal voltage levels. This can be done with circuits similar to those shown below. 
Basically the circuits use an optocoupler to switch external circuitry. This electri-
cally isolates the external electrical circuitry from the internal circuitry. Other cir-
cuit components are used to guard against excess or reversed voltage polarity.
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ing surges.
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A major issue with outputs is mixed power sources. It is good practice to isolate all power sup-
plies and keep their commons separate, but this is not always feasible. Some output modules, such as 
relays, allow each output to have its own common. Other output cards require that multiple, or all, out-
puts on each card share the same common. Each output card will be isolated from the rest, so each com-
mon will have to be connected. It is common for beginners to only connect the common to one card, 
and forget the other cards - then only one card seems to work!

The output card shown in Figure 18 is an example of a 24Vdc output card that has a shared com-
mon. This type of output card would typically use transistors for the outputs.

ASIDE: A transistor is a semiconductor based device that can act as an adjustable valve. 
When switched off it will block current flow in both directions. While switched on it 
will allow current flow in one direction only. There is normally a loss of a couple of 
volts across the transistor. A triac is like two SCRs (or imagine transistors) connected 
together so that current can flow in both directions, which is good for AC current. 
One major difference for a triac is that if it has been switched on so that current flows, 
and then switched off, it will not turn off until the current stops flowing. This is fine 
with AC current because the current stops and reverses every 1/2 cycle, but this does 
not happen with DC current, and so the triac will remain on.
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Figure 18 An Example of a 24Vdc Output Card (Sinking)

In this example the outputs are connected to a low current light bulb (lamp) and a relay coil. 
Consider the circuit through the lamp, starting at the 24Vdc supply. When the output 07 is on, current 
can flow in 07 to the COM, thus completing the circuit, and allowing the light to turn on. If the output is 
off the current cannot flow, and the light will not turn on. The output 03 for the relay is connected in a 
similar way. When the output 03 is on, current will flow through the relay coil to close the contacts and 
supply 120Vac to the motor. Ladder logic for the outputs is shown in the bottom right of the figure. The 
notation is for an Allen Bradley ControlLogix. The output card (’O’) is in a rack labelled ’sue’ in slot 2. 
As indicated for the input card, it is good practice to define and use an alias tag for an output (e.g. 
Motor) instead of using the full description (e.g. sue:2.O.Data.3). This card could have many different 
voltages applied from different sources, but all the power supplies would need a single shared common.

The circuits in Figure 19 had the sequence of power supply, then device, then PLC card, then 
power supply. This requires that the output card have a common. Some output schemes reverse the 
device and PLC card, thereby replacing the common with a voltage input. The example in Figure 18 is 
repeated in Figure 19 for a voltage supply card.
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Figure 19 An Example of a 24Vdc Output Card With a Voltage Input (Sourcing)

In this example the positive terminal of the 24Vdc supply is connected to the output card 
directly. When an output is on power will be supplied to that output. For example, if output 07 is on 
then the supply voltage will be output to the lamp. Current will flow through the lamp and back to the 
common on the power supply. The operation is very similar for the relay switching the motor. Notice 
that the ladder logic (shown in the bottom right of the figure) is identical to that in Figure 18. With this 
type of output card only one power supply can be used.

We can also use relay outputs to switch the outputs. The example shown in Figure 18 and Figure 
19 is repeated yet again in Figure 20 for relay output.
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Figure 20 An Example of a Relay Output Card

In this example the 24Vdc supply is connected directly to both relays (note that this requires 2 
connections now, whereas the previous example only required one.) When an output is activated the 
output switches on and power is delivered to the output devices. This layout is more similar to Figure 
19 with the outputs supplying voltage, but the relays could also be used to connect outputs to grounds, 
as in Figure 18. When using relay outputs it is possible to have each output isolated from the next. A 
relay output card could have AC and DC outputs beside each other.

3.3 RELAYS

Although relays are rarely used for control logic, they are still essential for switching large 
power loads. Some important terminology for relays is given below.

Contactor - Special relays for switching large current loads.
Motor Starter - Basically a contactor in series with an overload relay to cut off when too much 

current is drawn.
Arc Suppression - when any relay is opened or closed an arc will jump. This becomes a major 

problem with large relays. On relays switching AC this problem can be overcome by opening 
the relay when the voltage goes to zero (while crossing between negative and positive). 
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When switching DC loads this problem can be minimized by blowing pressurized gas across 
during opening to suppress the arc formation.

AC coils - If a normal coil is driven by AC power the contacts will vibrate open and closed at 
the frequency of the AC power. This problem is overcome by relay manufacturers by adding 
a shading pole to the internal construction of the relay.

The most important consideration when selecting relays, or relay outputs on a PLC, is the rated 
current and voltage. If the rated voltage is exceeded, the contacts will wear out prematurely, or if the 
voltage is too high fire is possible. The rated current is the maximum current that should be used. When 
this is exceeded the device will become too hot, and it will fail sooner. The rated values are typically 
given for both AC and DC, although DC ratings are lower than AC. If the actual loads used are below 
the rated values the relays should work well indefinitely. If the values are exceeded a small amount the 
life of the relay will be shortened accordingly. Exceeding the values significantly may lead to immedi-
ate failure and permanent damage. Please note that relays may also include minimum ratings that 
should also be observed to ensure proper operation and long life.

• Rated Voltage - The suggested operation voltage for the coil. Lower levels can result in failure 
to operate, voltages above shorten life.

• Rated Current - The maximum current before contact damage occurs (welding or melting).

3.4 A CASE STUDY

(Try the following case without looking at the solution in Figure 21.) An electrical layout is 
needed for a hydraulic press. The press uses a 24Vdc double actuated solenoid valve to advance and 
retract the press. This device has a single common and two input wires. Putting 24Vdc on one wire will 
cause the press to advance, putting 24Vdc on the second wire will cause it to retract. The press is driven 
by a large hydraulic pump that requires 220Vac rated at 20A, this should be running as long as the press 
is on. The press is outfitted with three push buttons, one is a NC stop button, the other is a NO manual 
retract button, and the third is a NO start automatic cycle button. There are limit switches at the top and 
bottom of the press travels that must also be connected.
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Figure 21 Case Study for Press Wiring

The input and output cards were both selected to be 24Vdc so that they may share a single 
24Vdc power supply. In this case the solenoid valve was wired directly to the output card, while the 
hydraulic pump was connected indirectly using a relay (only the coil is shown for simplicity). This 
decision was primarily made because the hydraulic pump requires more current than any PLC can han-
dle, but a relay would be relatively easy to purchase and install for that load. All of the input switches 
are connected to the same supply and to the inputs.

3.5 ELECTRICAL WIRING DIAGRAMS

When a controls cabinet is designed and constructed ladder diagrams are used to document the 
wiring. A basic wiring diagram is shown in Figure 22. In this example the system would be supplied 
with AC power (120Vac or 220Vac) on the left and right rails. The lines of these diagrams are num-
bered, and these numbers are typically used to number wires when building the electrical system. The 
switch before line 010 is a master disconnect for the power to the entire system. A fuse is used after the 
disconnect to limit the maximum current drawn by the system. Line 020 of the diagram is used to con-
trol power to the outputs of the system. The stop button is normally closed, while the start button is nor-
mally open. The branch, and output of the rung are CR1, which is a master control relay. The PLC 
receives power on line 30 of the diagram.

The inputs to the PLC are all AC, and are shown on lines 040 to 070. Notice that Input I:0/0 is a 
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set of contacts on the MCR CR1. The three other inputs are a normally open push button (line 050), a 
limit switch (060) and a normally closed push button (070). After line 080 the MCR CR1 can apply 
power to the outputs. These power the relay outputs of the PLC to control a red indicator light (040), a 
green indicator light (050), a solenoid (060), and another relay (080). The relay on line 080 switches a 
relay that turn on another device drill station.
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Figure 22 A Ladder Wiring Diagram

In the wiring diagram the choice of a normally close stop button and a normally open start but-
ton are intentional. Consider line 020 in the wiring diagram. If the stop button is pushed it will open the 
switch, and power will not be able to flow to the control relay and output power will shut off. If the stop 
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button is damaged, say by a wire falling off, the power will also be lost and the system will shut down - 
safely. If the stop button used was normally open and this happened the system would continue to oper-
ate while the stop button was unable to shut down the power. Now consider the start button. If the but-
ton was damaged, say a wire was disconnected, it would be unable to start the system, thus leaving the 
system unstarted and safe. In summary, all buttons that stop a system should be normally closed, while 
all buttons that start a system should be normally open.

3.5.1 JIC Wiring Symbols

To standardize electrical schematics, the Joint International Committee (JIC) symbols were 
developed, these are shown in Figure 23, Figure 24 and Figure 25. 
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Figure 23 JIC Schematic Symbols
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Figure 24 JIC Schematic Symbols
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Figure 25 JIC Schematic Symbols

3.6 SUMMARY

• PLC inputs condition AC or DC inputs to be detected by the logic of the PLC.

Resistor Tapped Resistor Variable Resistor
(potentiometer)

Rheostat
(potentiometer)

Capacitor Polarized Capacitor

+

Variable Capacitor
Capacitor Battery

+

Crystal Thermocouple Antenna

Shielded Conductor Shielded Grounded

Common
Coil or Inductor

Coil with magnetic core

Tapped Coil Transformer
Transformer magnetic core
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• Outputs are transistors (DC), triacs (AC) or relays (AC and DC).
• Input and output addresses are a function of the card location/tag name and input bit number.
• Electrical system schematics are documented with diagrams that look like ladder logic.

3.7 PRACTICE PROBLEMS

1. Can a PLC input switch a relay coil to control a motor?

2. How do input and output cards act as an interface between the PLC and external devices?

3. What is the difference between wiring a sourcing and sinking output?

4. What is the difference between a motor starter and a contactor?

5. Is AC or DC easier to interrupt?

6. What can happen if the rated voltage on a device is exceeded?

7. What are the benefits of input/output modules?

8. (for electrical engineers) Explain the operation of AC input and output conditioning circuits.

9. What will happen if a DC output is switched by an AC output.

10. Explain why a stop button must be normally closed and a start button must be normally open. 

11. For the circuit shown in the figure below, list the input and output addresses for the PLC. If switch A con-
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trols the light, switch B the motor, and C the solenoid, write a simple ladder logic program.

12. We have a PLC rack with a 24 VDC input card in slot 3, and a 120VAC output card in slot 2. The inputs are 
to be connected to 4 push buttons. The outputs are to drive a 120VAC light bulb, a 240VAC motor, and a 
24VDC operated hydraulic valve. Draw the electrical connections for the inputs and outputs. Show all other 
power supplies and other equipment/components required.

13. You are planning a project that will be controlled by a PLC. Before ordering parts you decide to plan the 
basic wiring and select appropriate input and output cards. The devices that we will use for inputs are 2 limit 
switches, a push button and a thermal switch. The output will be for a 24Vdc solenoid valve, a 110Vac light 
bulb, and a 220Vac 50HP motor. Sketch the basic wiring below including PLC cards.

14. Add three push buttons as inputs to the figure below. You must also select a power supply, and show all 
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necessary wiring.

15. Three 120Vac outputs are to be connected to the output card below. Show the 120Vac source, and all wir-
ing.

16. Sketch the wiring for PLC outputs that are listed below.
- a double acting hydraulic solenoid valve (with two coils)
- a 24Vdc lamp
- a 120 Vac high current lamp
- a low current 12Vdc motor
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3.8 ASSIGNMENT PROBLEMS

1. Describe what could happen if a normally closed start button was used on a system, and the wires to the but-
ton were cut.

2. Describe what could happen if a normally open stop button was used on a system and the wires to the button 
were cut.

3. a) For the input (’in’) and output (’out’) cards below, add three output lights and three normally open push 
button inputs. b) Redraw the outputs so that it uses a relay output card.

4. Draw an electrical wiring (ladder) diagram for PLC outputs that are listed below.
- a solenoid controlled hydraulic valve
- a 24Vdc lamp
- a 120 Vac high current lamp
- a low current 12Vdc motor

5. Draw an electrical ladder diagram for a PLC that has a PNP and an NPN sensor for inputs. The outputs are 
two small indicator lights. You should use proper symbols for all components. You must also include all 
safety devices including fuses, disconnects, MCRs, etc...

6. Draw an electrical wiring diagram for a PLC controlling a system with both NPN and PNP input sensors. 
The outputs include an indicator light and a relay to control a 20A motor load. Include ALL safety circuitry.

7. Develop a wiring diagram for a system that has the following elements. Include all safety circuitry.
2 NPN proximity sensors
2 N.O. pushbuttons
3 solenoid outputs
A 440Vac 3ph. 20HP (i.e., large) motor

8. Draw a ladder wiring diagram for a system that has 2 PNP inputs, and 2 solenoid outputs. All inputs and out-
puts are 24Vdc. Include ALL safety circuitry.
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9. Develop a ladder wiring diagram, including all safety circuitry that uses an PNP and an NPN input sensors. 
The outputs is a relay controlled AC light.

10. Draw a complete ladder wiring diagram for a PLC based control system with the following components. 
Include all necessary safety circuitry.
 1 large 3 phase (AC) motor
2 PNP sensors
1 NO pushbutton
1 NC pushbutton
1 solenoid output



44


	3. PLC HARDWARE
	3.1 INTRODUCTION
	3.2 INPUTS AND OUTPUTS
	3.2.1 Inputs
	3.2.2 Output Modules

	3.3 RELAYS
	3.4 A CASE STUDY
	3.5 ELECTRICAL WIRING DIAGRAMS
	3.5.1 JIC Wiring Symbols

	3.6 SUMMARY
	3.7 PRACTICE PROBLEMS
	3.8 ASSIGNMENT PROBLEMS



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /KOR <FEFFd5a5c0c1b41c0020c778c1c40020d488c9c8c7440020c5bbae300020c704d5740020ace0d574c0c1b3c4c7580020c774bbf8c9c0b97c0020c0acc6a9d558c5ec00200050004400460020bb38c11cb97c0020b9ccb4e4b824ba740020c7740020c124c815c7440020c0acc6a9d558c2edc2dcc624002e0020c7740020c124c815c7440020c0acc6a9d558c5ec0020b9ccb4e000200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /CHS <FEFF4f7f75288fd94e9b8bbe7f6e521b5efa76840020005000440046002065876863ff0c5c065305542b66f49ad8768456fe50cf52068fa87387ff0c4ee563d09ad8625353708d2891cf30028be5002000500044004600206587686353ef4ee54f7f752800200020004100630072006f00620061007400204e0e002000520065006100640065007200200035002e00300020548c66f49ad87248672c62535f003002>
    /CHT <FEFF4f7f752890194e9b8a2d5b9a5efa7acb76840020005000440046002065874ef65305542b8f039ad876845f7150cf89e367905ea6ff0c4fbf65bc63d066075217537054c18cea3002005000440046002065874ef653ef4ee54f7f75280020004100630072006f0062006100740020548c002000520065006100640065007200200035002e0030002053ca66f465b07248672c4f86958b555f3002>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


